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Turn o� water to Franke System

Cut the INPUT tube squarely with a stanley knife.  (The input tube is 3/8)

Connect the No.10 Housing as per diagram using the 2 �ttings and tube.
The RED tube is water in.
The BLUE tube is water out - to your Franke)

HOW TO CONNECT A No.10 HOUSING TO AN EXISTING FILTER SYSTEM 
TO STOP SCALE AND SCUM  
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Gently pull the tube away from the push �t connector, this extends the RELEASE 
COLLAR which is the �rst piece plastic the tube passes through.  With the ends of 
your �ngers push the release collar in towards the push-�t connector, as shown in 
the diagram opposite.  The tube can now be pulled out of the �tting.

If the tube is scratched or scored, cut the imperfect part o� squarely with a 
stanley knife before re-connection.

NOTE:- TO RELEASE THE TUBE FROM THE PUSH-FIT CONNECTORS

Input Tube
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Not shown to scale.

3/8 To 1/4 
Connector

3/8 To 1/4 
Fitting

Water Treatment Products

Dimensions of No.10 Housing:  Height 330mm x Width 160mm

IMPORTANT:
Maximum operating pressure rating is 95psi, we recommend the �tting of a pressure 
regulator if feed pressure is expected to exceed 90psi.  Ambient temperature 
operating range is 5oC to 40oC.  Protect system from cold, frost and excess heat.


