
3M™ Water Filtration Cartridge, Under Sink, AP Easy

C-Cyst-FF, 5610428, 4/Case
EAN / GTIN #:  00016145607608, Catalogue #:  5610428, 
Stock No:  7100071161, Your Catalogue #:  Manage

Make To Order Contact CSR for Availability|

Filtration on demand for drinking water for tea, coffee, baby formula and cooking

Delivers cleaner, clearer, better tasting drinking water

Reduces particulate, chlorine taste and odour, parasitic protozoan cysts and sediment

Sanitary Quick Change (SQC) cartridge design provides fast and easy cartridge change-out with
minimal effort

For use with the AP Easy Cyst-FF under sink water filtration system

7,571 l capacity

Specifications

* 

Details

Brand Aqua-Pure™

Capacity (metric) 7571 l

Filter Life 6 months

Filter Type SQC

Smallest Saleable Unit

https://multimedia.3m.com/mws/media/765290P/3m-aqua-pure-ap-easy-c-cyst-ff.jpg


Flow Rate (Imperial) 1.5 GPM

Flow Rate (metric) 5.7 Litre per minute

Industries Home

Maximum Operating Pressure (Imperial) 125 psi

Maximum Operating Pressure (Metric) 862 kPa

Maximum Operating Temperature (Celsius) 37.8 Degree Celsius

Maximum Operating Temperature (Fahrenheit) 100 Degree Fahrenheit

Micron Rating 0.5 μm

Net Weight (Imperial) 1.7 lb.

Net Weight (Metric) 0.77 kg

Overall Height (Imperial) 13.625 in

Overall Height (Metric) 34.6 cm

Overall Width (Imperial) 3.31 in

Overall Width (Metric) 8.41 cm

Pressure Range (Imperial) 25 - 125 psi

Pressure Range (metric) 172 - 862 kPa

Product Colour White

Product Series AP

Quick Change Yes

Reduction Claims Chlorine Taste & Odor
Cyst
Sediment

Replacement Interval Up to 6 months

Smallest Saleable Unit* Each

Temperature Range (Celsius) 4.4 - 37.8°C

Temperature Range (Fahrenheit) 40 - 100°F

Total Units per Case 4 per Case

Dimensions and Classifications

Case Gross Weight 3.738 Kilogram

Case Height 108 Millimeter

Case Length 368.3 Millimeter

Case Width 377.8 Millimeter

Each Gross Weight* 934.4 Gram

Pallet Gross Weight 150.139 Kilogram

Pallet Height 77.2 Centimeter

Pallet Length 121.9 Centimeter

Pallet Width 106.7 Centimeter



ECCN Number BYEMB

Harmonizing code 8421210090

Packaging and Identifications

Country of Origin United States

Country of Origin Disclaimer This is to advise you that as of this date, the
Country of Origin for the product(s) displayed is as
follows. This origin is for purposes of Normal Trade
Relations (NTR) duty treatment, is for
import/export documentation only, and is not
intended to be used for any other purpose such as
sales to government entities or Free Trade
Agreement eligibility. Government procurement
laws and Free Trade Agreements require
application of specific criteria that may result in a
different Country of Origin than indicated. These
determinations are specific to Solventum ID.

EAN/GTIN - Consumer (Each)* 00016145607608

EAN/GTIN – Shipper (Case) 50016145607603

per Case 4 Each

per Pallet 144 Each

Transportation

Air Shipping Available Yes

Dry Ice Shipping Required No

Details

Filtration on demand for drinking water for tea, coffee, baby formula and cooking

Delivers cleaner, clearer, better tasting drinking water

Reduces particulate, chlorine taste and odour, parasitic protozoan cysts and sediment

Sanitary Quick Change (SQC) cartridge design provides fast and easy cartridge change-out with
minimal effort

For use with the AP Easy Cyst-FF under sink water filtration system

7,571 l capacity

3M™ Aqua-Pure™ Under Sink Full Flow Replacement Water Filter Cartridge C-Cyst-FF has a 7,571 l
capacity and a Sanitary Quick Change (SQC) cartridge design. Our filter is for use with the AP Easy Cyst-
FF under sink water filtration system.

The 3M™ Aqua-Pure™ Under Sink Full Flow Replacement Water Filter Cartridge C-Cyst-FF delivering
cleaner, clearer, better tasting drinking water. It reduces particulates, chlorine taste and odour, parasitic
protozoan cysts and sediment. Our filter is for use with the AP Easy Cyst-FF under sink water filtration



system which installs under the kitchen or bathroom sink, and is one of several options in a complete
product portfolio. The AP Easy Cyst-FF system and AP Easy C-Cyst-FF replacement cartridge provides
water filtration on demand for drinking water used for tea, coffee, baby formula and cooking. The
universal system design allows for use on both chlorinated (municipal) and non-chlorinated (well water)
systems. Features include: 5.7 lpm flow rate. 7,571 litres capacity. 25 – 120 psi/172 – 827 kPa/1.7 – 8.2
Bar pressure range. 40 – 100 °F/4.4 – 37.8 °C temperature range. The Sanitary Quick Change (SQC)
cartridge design helps provide fast and easy cartridge change-out with minimal effort. The AP Easy Cyst-
FF system includes everything needed for most installations, including: an attached mounting bracket,
mounting screws and tubing. Also included with the AP Easy Cyst-FF in the head assembly is a built-in
shut-off valve that allows for changing the C-Cyst-FF Sanitary Quick Change filter without shutting off
the water supply. The AP Easy C-Cyst-FF under sink full flow replacement water filter cartridge is NSF
certified. As tested and verified by manufacturer's laboratory


