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AQUARIUM HARDNESS REDUCTION FILTER

Water Hardness in Aquariums

Most fish require some level of water hardness in order to maintain 
their health. Water hardness helps to regulate the pH of water and 
also balances the level of water contained within the body cells of fish 
(osmotic process).

For people who are lucky enough to have a well-balanced tank  
(ie, biologically and mechanically filtered to produce consistently clear 
water) it is often unnecessary to consider frequent water changes. In 
these circumstances water is often added weekly or monthly to top up 
any lost through evaporation.

Problem with Water Hardness

As water evaporates from the tank, calcium and magnesium ions 
remain, these concentrate and increase the hardness of the water. 
Each time the tank is topped up with tap water this process is repeated 
and the hardness increases. Over time it is possible to end up with very 
hard water in the aquarium.

Solution to Water Hardness

The ideal way to manage hardness is to fill the tank with soft water to 
begin with, together with a ‘harder compound’ (ie, calcium carbonate 
or magnesium sulphate). If you continue to top up your tank with soft 
water the exact quantities of hardness will be known and this should 
not alter much over time.

To obtain soft water we advise that you install the Pozzani™ HM600 
Hardness Removal Filter. This can be mounted on the wall or under a 
sink and connects to your mains copper pipework via a simple saddle 
valve. No plumbing is required!

An optional fitting kit contains; 1 x saddle valve and 33ft (10m) tubing.

HM600 Hardness Removal Filter

The HM600 hardness removal filter uses an ion-exchange resin that 
removes virtually all the temporary and permanent hardness from 
domestic tap water. Cartridge life is entirely dependent on the amount 
of hardness your water contains, therefore, we recommend regular 
testing of the output water to ensure it is working effectively.

NOTE: This filter is for removing contaminants from domestic 
mains water to the specifications outlined on this data sheet and 
for tank filing only. This filter is not intended for circulating water 
already in the tank.

Specifications

Maximum Pressure 150 psi 11 bar

Maximum Temperature 140ºF 60ºC

Approximate Height 
(with bracket) 13” 330mm

Approximate Width 6¼” 160mm

Connector Size
½” BSP 
or ¾”  
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