
No.10 HOUSING UPGRADE FOR DE-ALKERLISATION OF WATER

Technical Data

Dimensions
(with no bracket or connectors)

Height 300 mm 11¾"

Width 112 mm 4 "

Depth 112 mm 4 "

Dimensions
(with bracket and connectors)

Height 325 mm 12¾"

Width 165 mm 6½"

Depth 120 mm 4¾"

Maximum Operating Pressure 6.5 bar 95 psi

Minimum Temperature 5°C 41°F

Maximum Temperature 40°C 104°F

Maximum Flow Rate 3 lpm 0.79 gpm (US)

Expected Cartridge Lifespan HM600 On exhaustion or 6 months

Overview
You can upgrade virtually any make of filter system. 
Pozzani have developed an additional filter housing 
that can be easily added to your existing filter 
system making it the most cost-effective solution in 
removing scum and scale from your water (in hard 
water areas).

Cartridge
HM600 - Scum and Scale Removal

Reduces the temporary hardness by ion exchange 
eliminating scum on hot drinks and scale in the 
kettle. This cartridge also removes heavy metals. 
The cartridge exhausts in direct proportion to the 
hardness of your water and the amount of water 
used - it is therefore advisable to use the water 
sparingly.

We strongly recommend that the HM600 cartridge  
be used in combination with our IX600 carbon 
cartridge. A general purpose multi-stage cartridge 
which removes chlorine, fluoride, heavy metals, 
oestrogens, dissolved organics etc. Dirt and 
suspended solids are also removed down to 
5 microns. The combination of the these two 
cartridges will provide a cost-effective method of 
achieving efficient scum and scale removal as well 
as reducing other unhealthy and unpleasant tasting 
chemicals and metals.

Note: The water must be first filtered by the  
de-alkerlisation cartridge (HM600) in your 
existing housing before it can be filtered by the 
carbon cartridge (IX600).
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Installation
Installation is simple, we normally provide everything 
that is required and installing the additional filter 
usually only takes a few minutes.

Most water filter systems use flexible plastic tube 
with an outside diameter (OD) of 6.4mm (¼"). Some 
systems use 9.6mm ( ") OD or 10mm ( ") OD. Measure 
the outside diameter of your existing tube and let us 
know when you order. Full instructions are sent with 
the upgrade, please call us if you have any problem 
regarding your tube size.

Important: Maximum operating pressure 
rating is 95 psi (6.5 bar), we recommend the 
fitting of a pressure regulator if feed pressure 
is expected to exceed 90psi (6.5 bar). Ambient 
temperature operating range is 5°C (41°F) to 
40°C (104°F). Protect housing from cold, frost 
and excess heat.
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