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FL-12M, FL-18M and FL-25M
DOMESTIC WATER SOFTENER

 > Sleek slide cover design, easy salt check and refilling
 > Range of sizes to suit application and space saving
 > Safety float with overflow protection
 > Available in 3 sizes: 12LMP, 18LMP and 25LPM

Product Description

The FilterLogic range of water softeners benefit from a slide cover design making them practical for easy salt checking and 
refilling. The valve body is concealed inside the slide cover and the timer is easily removable for easier access. This sleek and 
compact design is the perfect space saver, with its integrated handles it can be easily moved as and when needed. These 
softeners benefit from a brine valve with an integrated safety float which provides extra overflow protection and saves time 
with our quick connect fittings on bypass, drain and brine line.
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Model FL-12M FL-18M FL-25M

Control System BNT-850HE (UF)

Regeneration Type Up flow

Regeneration Model Meter Immediate, Meter Delayed, Day Override, Holiday

Hardness Removal (Gram)

@48g⁄L Salt Dose 401 577 801

@96g⁄L Salt Dose 630 907 1259

@160g⁄L Salt Dose 758 1092 1517

Tank size 10 x 17 10 x 26 10 x 35

Resin Quantity 12.5L 18L 25L

Salt Storage Capacity 23Kg 41Kg 61Kg

Rated Service Flow Rate 17 L/M 24 L/M 33 L/M

Back Wash Flow Rate 9 L/M

Water Used Per Regeneration (@ 96g⁄L Salt Dose) 60L 96L 132L

Product Dimensions (D x W x H mm) 499 x 330 x 575 499 x 330 x 806 499 x 330 x 1030

Plumbing connections 3/4" or 1" Fittings Available

Electrical Requirements
Input 110V - 120V / 220V - 240V AC 50 / 60 Hz

Output 12V AC 650mA

Water Supply Municipal

Operating Temperature 4 - 43°C

Operating Pressure 0.21 - 0.86Mpa
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